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DC 430 MA S
Dual Frequency Body Composition Monitor with Integrated Printer

Key Features
	 Full body composition analysis  

	 provided in 15 seconds using
	 precision Tanita Dual Frequency 
	 BIA Technology

	 Integrated printer provides instant 
	 read out of results with topline	
	 analysis

	 Results automatically stored on the 
	 SD Card, sent to a PC or printed 

	 Tanita pro software compatible,	
	 allowing trend analysis, health risk	
	 assessments and full data 	
	 management

	 Max weight capacity 270kg 	
	 with 100g accuracy

	 Accuracy Grade: NAWI III, MDD II-a

Measurements
	  BODY FAT %

	  FAT MASS KG

	  FAT FREE MASS KG

	  MUSCLE MASS KG

	  TOTAL BODY WATER %

	  BODY MASS INDEX

	  BONE MASS KG

	  PHYSIQUE RATING

	  VISCERAL FAT RATING

	  BASAL METABOLIC RATE KCAL

	  BASAL METABOLIC RATE INDICATOR

	  METABOLIC AGE

	 PRINT OUT ANALYSIS: 

-	 Body Fat Analysis
-	 Muscle Mass Indicator
-	 BMR Indicator
-	 Physique Rating
-	 Target: BF and Weight


